TECHNICAL GUIDANCE
FOR
CLCWA’S DRAINAGE AND FLOOD CONTROL POLICY
(December 14, 2006)

1. INTRODUCTION

The Clear Lake City Water Authority (CLCWA) adopted a drainage and
flood control policy on September 8, 2005 for all new development and
redevelopment within the boundaries of the CLCWA in an eftort to ensure
that such development would not worsen any existing flooding problems or
create any new flooding problems.

Specifically, the CLCWA adopted criteria that require all new development
and redevelopment provide detention ponds in order to mitigate the
increases in runoff rates and volume associated with such development. The
Maximum Allowable Outflow Rates from the detention pond are to be
restricted to 0.125 cfs/acre and 0.075 cfs/acre for the 100-year and 10-year
storm events, respectively. Additionally, the Minimum Detention Volume
to be provided within the pond is set at 1 acre-foot/acre of area draining into
the pond.

After the adoption of this policy and criteria, various technical questions
were raised by developers and their engineers concerning certain aspects in
the implementation of this policy and criteria. This Technical Guidance is
provided in order to address some of these questions and assist developers
and their engineers in the implementation of this draimage and flood control
policy and its corresponding criteria. This Technical Guidance may be
periodically updated as new or better information and/or technology become
available.

2. VARIANCE REQUESTS

Requests for a variance to the CLCWA policy and criteria presented above
can be made in recognition of unusual circumstances or characteristics
associated with the proposed development. The following procedures are
provided as a recommendation for the type of analyses that will be required
in order to obtain such a variance. Other procedures and/or analyses will be
considered on a case-by-case basis as appropriate.






